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LEVEL 1

Ç§¨Ãà¡ÁÊ‹กดแข่งตอบปัญหา 6 สวิตซ์
6 PLAYER PRIORITY TESTING GAME

CODE 191

This is an easily assembled circuit that simulates the priority deciding 
panels in TV game shows. The player who presses his or her switch first, 
has the right to answer, whilst locking the other players out. The winning 
player is identified by the LED associated with that player's switch. The 
other player's LEDs remain OFF. The switches and LEDs may be wired 
into remote podiums to provide the same functions. The FK191 is suitable 
for 2-6 players.

Technical data
- Power supply : 9-12VDC.
- Electric current consumption : 25mA (max.)
- An LED is equipped to indicate who presses the switch first.
- IC board dimension : 3.19 in. x 1.44 in. 
How does it work
The circuit diagram is shown in Fig. 1. Slide SW7 switch to ON 

position, SW1-SW6 will receive the voltage from R1.
If SW1 is pressed before the other switches will make the power to trig 

the G pin of SCR1. Thus the SCR1 works and the light at LED1. The 
voltage passing through D1 and SCR1 is pulled down to the ground at R1.

For switches SW2-SW6 which are pressed afterwards. There will be no 
the voltage trig at G pin of SCR. Cause SCR2-6 and LED2-6 do not work.

To stop working of SCR must stop supply power to the circuit before. 
Slice the switch SW7 to OFF position.

Circuit assembliy
The assembly of components is shown in Figure 2. For good looking 

and easy assembly, the shorter components should be first installed - 
starting with low resistant components and then the higher. The important 
thing is the diodes, LED, and SCR shall be carefully assembled before 
mounting them their right anode/cathode of the IC board otherwise it might 
cause damage to the components or the circuit. Configuration of the anode 
and the cathode is shown in Fig 3. Use the soldering iron/gun not 
exceeding 40 watts and the solder of tin-lead 60:40 with flux within. 
Recheck the correctness of installation after soldering. In case of wrong 
position, just use lead absorber or lead extractor wire.

Testing
Supply 9-12VDC to the circuit and connect the anode to point +9V the 

cathode to point G. Slide SW7 switch to ON position. Now the six LEDs 
will not light.

Press SW1, LED1 is light. Try to press another switches. The LED on 
the switch will not light. Slide the switch SW7 to OFF position, LED1 light 
goes off. Then slide the switch SW7 to ON, the circuit will be back up 
again.

For the other switch, the operation is the same as the SW1 switch.

Ç§¨Ãà¡ÁÊìชุดนี้ ¤×Í Ç§¨ÃÍÔàÅç¡·ÃÍ¹Ô¤Êìª¹Ô´Ë¹Öè§·Õèãªéã¹¡ÒÃµÑ´ÊÔ¹  
»ÑญËÒºÒ§ÍÂèÒ§ àªè¹ ÃÒÂ¡ÒÃâ·Ã·ÑÈ¹ì·ÕèÁÕ¡ÒÃá¢è§¢Ñ¹¡ÒÃµÍº»ÑญËÒã¤Ã¡´ 
ÊÇÔµ«ì¡èÍ¹´Ç§ä¿¢Í§¤¹¹Ñé¹¡çÊÇèÒ§ áÊ´§ÇèÒ ¤¹¹Ñé¹¨Ðä´éµÍº»ÑญËÒ¡èÍ¹ 
áÅÐ¤¹Í×è¹¨Ð¡´ÊÇÔµ«ìÍÂèÒ§äÃ¡ç¨ÐäÁèÁÕÍÐäÃà»ÅÕèÂ¹á»Å§ à»ç¹µé¹ ÊÓËÃÑº 
Ç§¨Ãà¡ÁÊìชุดนี้ Ç§¨Ã¹ÕéÊÒÁÒÃ¶àÅè¹ä´é 2-6 ¤¹ à·èÒ¹Ñé¹

¢éÍÁÙÅ·Ò§´éÒ¹à·¤¹Ô¤
- ãªéáËÅ‡§¨‡ÒÂä¿¢¹Ò´ 9-12 âÇÅ·ì´Õ«Õ
- ¡Ô¹¡ÃÐáÊÊÙ§ÊØ´»ÃÐÁÒ³ 25 ÁÔÅÅÔáÍÁ»ì
- ÁÕ LED áÊ´§¼Å ºÍ¡ãËé·ÃÒºÇèÒã¤Ã¡´ÊÇÔµ«ì¡èÍ¹
- ¢¹Ò´á¼è¹Ç§¨Ã¾ÔÁ¾ì : 3.19 นิ้ว x 1.44 ¹ÔéÇ 
¡ÒÃ·Ó§Ò¹¢Í§Ç§¨Ã
¨Ò¡ÃÙ»ที่ 1 เลื่อนสวิตซ์ SW7 ไปที่ ตำแหน่ง ON สวิตซ์ SW1-SW6 

จะได้รับแรงดันจาก R1
หากมีการกดสวิตซ์ SW1 ก่อน จะทำให้กระแสไหลผ่านสวิตซ์ไป 

ทริกขา G ของ SCR1 จึงทำให้ SCR1 ทำงาน ด้วยคุณสมบัติของ SCR 
เมื่อมีการทริกที่ขา G ตัว SCR จะทำงานค้าง จึงทำให้ LED1 ที่ต่ออยู่ที่ขา A 
ของ SCR1 ติดค้างเช่นกัน แรงดันที่ R1 จะถูกดึงลงกราวด์ โดยผ่าน D1 และ 
SCR1 ทำให้แรงดันที่ R1 ไม่มี

ส่วนสวิตซ์ SW2-SW6 ซึ่งถูกกดที่หลัง จะไม่มีแรงดันไปทริกที่ขา G 
ของ SCR จึงทำให้ SCR2-6 ไม่ทำงาน LED2-6 ก็จะไม่ทำงาน

หากต้องการให้ SCR หยุดทำงาน จะต้องหยุดจ่ายไฟให้วงจรก่อน 
โดยเลื่อนสวิตซ์ SW7 ไปทางตำแหน่ง OFF

¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã
ÃÙ»¡ÒÃÅ§ÍØ»¡Ã³‹áÊ´§äÇéã¹ÃÙ»·Õè 2 ã¹¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã ¤ÇÃ¨ÐàÃÔèÁ 

¨Ò¡ÍØ»¡Ã³ì·ÕèÁÕ¤ÇÒÁÊÙ§·Õè¹éÍÂ·ÕèÊØ´¡èÍ¹ à¾×èÍ¤ÇÒÁÊÇÂ§ÒÁáÅÐ¡ÒÃ»ÃÐ¡Íº 
·Õè§èÒÂ â´ÂãËéàÃÔèÁ¨Ò¡ä´âÍ´µÒÁ´éÇÂµÑÇµéÒ¹·Ò¹áÅÐäÅè¤ÇÒÁÊÙ§ä»àÃ×èÍÂæ 
ÊÓËÃÑºÍØ»¡Ã³ì·ÕèÁÕ¢ÑéÇµèÒ§æ ¤ÇÃãªé¤ÇÒÁÃÐÁÑ´ÃÐÇÑ§ã¹¡ÒÃ»ÃÐ¡ÍºÇ§¨Ã 
¡èÍ¹¡ÒÃãÊèÍØ»¡Ã³ìàËÅèÒ¹Õé ¨ÐµéÍ§ãËé¢ÑéÇ·Õèá¼è¹Ç§¨Ã¾ÔÁ¾ì¡ÑºµÑÇÍØ»¡Ã³ìãËé 
µÃ§¡Ñ¹ à¾ÃÒÐ¶éÒËÒ¡ãÊè¡ÅÑº¢ÑéÇáÅéÇ ÍÒ¨¨Ð·ÓãËéÍØ»¡Ã³ìËÃ×ÍÇ§¨ÃàÊÕÂËÒÂ 
ä´é ÇÔ¸Õ¡ÒÃ´Ù¢ÑéÇáÅÐ¡ÒÃãÊèÍØ»¡Ã³ì¹Ñé¹ ä´éáÊ´§äÇéã¹ÃÙ»·Õè 3 áÅéÇ ã¹¡ÒÃ 
ºÑ´¡ÃÕ ãËéãªéËÑÇáÃé§¢¹Ò´äÁèà¡Ô¹ 40 ÇÑµµì áÅÐãªéµÐ¡ÑèÇºÑ´¡ÃÕ·ÕèÁÕÍÑµÃÒÊèÇ¹ 
¢Í§´ÕºØ¡áÅÐµÐ¡ÑèÇÍÂÙèÃÐËÇèÒ§ 60/40 ÃÇÁ·Ñé§¨ÐµéÍ§ÁÕ¹ÓéÂÒ»ÃÐÊÒ¹ÍÂÙèÀÒÂ 
ã¹µÐ¡ÑèÇ´éÇÂ ËÅÑ§¨Ò¡·Õèä´éãÊèÍØ»¡Ã³ìáÅÐºÑ´¡ÃÕàÃÕÂºÃéÍÂáÅéÇ ãËé·Ó¡ÒÃ 
µÃÇ¨ÊÍº¤ÇÒÁ¶Ù¡µéÍ§ÍÕ¡¤ÃÑé§Ë¹Öè§ áµè¶éÒà¡Ô´ãÊèÍØ»¡Ã³ì¼Ô´µÓáË¹è§ ¤ÇÃãªé 
·Õè´Ù´µÐ¡ÑèÇËÃ×ÍÅÇ´«ÑºµÐ¡ÑèÇ à¾×èÍ»éÍ§¡Ñ¹¤ÇÒÁàÊÕÂËÒÂ·ÕèÍÒ¨¨Ðà¡Ô´¡ÑºÅÒÂ 
Ç§¨Ã¾ÔÁ¾ì 

¡ÒÃ·´ÊÍº
ãËˆµ‡Íä¿ 9-12 âÇÅ·ì´Õ«Õ à¢éÒ·ÕèÇ§¨Ã â´Â¢ÑéÇºÇ¡µèÍ·Õè +9V ¢ÑéÇÅºµèÍ·Õè 

G แล้วเลื่อนสวิตซ์ SW7 ไปที่ ON µÍ¹¹Õé LED ·Ñé§ 6 µÑÇ¨ÐäÁèµÔ´
ãËé¡´ SW1 LED1 ¨ÐµÔ´ ทดลองกดสวิตซ์ตัวอื่น LED ที่สวิตซ์ตัวนั้น 

จะไม่ติด จากนั้นเลื่อนสวิตซ์ SW7 ไปทาง OFF ตัว LED1 จะดับ แล้วเลื่อน 
สวิตซ์ SW7 มาทาง ON วงจรก็จะกลับมาพร้อมใช้งานอีกครั้ง

สำหรับสวิตซ์ตัวอื่นๆ จะเป็นลักษณะเดียวกับสวิตซ์ SW1

http://www.futurekit.com

Figure 1. The 6 Player Priority Testing Game Circuit

Figure 2. Circuit Assembling

NOTE:
 FUTURE BOX FB17 is suitable for this kit.
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Figure 3. Installing the Components
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