
CIRCUIT DIAGRAM

MXA084 is used for detect high vary temperature between -55 to 

125oC, besides there is a warning alarm where temperature has 

been set.

FEATURES

- Power supply : 12 VDC 70mA.

- The circuit able to drive numeric of Maxx Tronic with 

maximum inches at 10.

- Able to set the alarm where temperature is too high or too low 

than has been set.

- Can be measured the temperature from -55 to 125oC

- Dimensions : 2.64" x 4.08"

CONNECTING

- 12V point is used for connect the power supply 12VAC.

- 1-4 point are used to connect the common point of big display 

in each digit.

- a,b,c,d,e,f,g,pt point are used to connect the segment point of 

big display in each digit.

HOW TO SET THE TEMPERATURE ALARM

1.Press SW3, the display will show "SET" and then show the 

previous temperature that has been set.

2.Press SW1 to increase the temperature, and press SW2 to 

decrease the temperature (if press and hold SW1 or SW2, the display 

will be changed the temperature rapidly).

3.When reach the required number, press SW3 the display will 

show "----" to show leaving operation, afterwards its will display the 

current temperature.

HOW TO SET THE ALARM SOUND MODE

- Connect JP3 to alert when the temperature is lower or reach the 

setting up point.

- Remove jumper JP3 to alert when the temperature is higher or 

reach the setting up point.

NOTE:

- Remove jumper JP2 to mute the alarm.

MXA084 à»ç¹Ç§¨Ã·Õè¹Óä»ãªéã¹¡ÒÃµÃÇ¨ÇÑ´ÍØ³ËÀÙÁÔ·ÕèÁÕ¡ÒÃ 

à»ÅÕèÂ¹á»Å§ÊÙ§ÁÒ¡ ÃÐËÇèÒ§ -55 ¶Ö§ 125oC ¹Í¡¨Ò¡¹Ñé¹ÂÑ§ÊÒÁÒÃ¶ 

áÊ´§àÊÕÂ§àµ×Í¹àÁ×èÍÍØ³ËÀÙÁÔÊÙ§ËÃ×ÍµèÓµÒÁÃÐ´Ñº·ÕèàÃÒ¡ÓË¹´

¤Ø³ÊÁºÑµÔ

- ãªéä¿àÅÕéÂ§Ç§¨Ã 12 âÇÅ·´Õ«Õ ¡ÃÐáÊ 70 ÁÔÅÅÔáÍÁ»ì

- ÊÒÁÒÃ¶¢ÑºÇ§¨ÃµÑÇàÅ¢¢Í§ MaxxTronic ä é́ÊÙ§ÊØ´ 10 ¹ÔéÇ

- ÊÒÁÒÃ¶àÅ×Í¡¡ÒÃàµ×Í¹àÁ×èÍÍØ³ËÀÙÁÔÊÙ§ËÃ×ÍÍØ³ËÀÙÁÔµèÓà¡Ô¹·ÕèµÑé§ 

àÍÒäÇé 

- ÊÒÁÒÃ¶ÇÑ´ÍØ³ËÀÙÁÔä é́µÑé§áµè -55 ¶Ö§ 125 Í§ÈÒà«Åà«ÕÂÊ

- ¢¹Ò´á¼è¹Ç§¨Ã¾ÔÁ¾ì : 2.64x4.08 ¹ÔéÇ

¨Ø´µèÍµèÒ§æ

- ¨Ø´ 12V ãªéµèÍáËÅè§ è̈ÒÂä¿¢¹Ò´ 12 âÇÅ·ì´Õ«Õ à¢éÒÇ§¨Ã

- ¨Ø´ 1-4 ãªéµèÍ¡Ñº¨Ø´¤ÍÁÁÍ¹¢Í§µÑÇàÅ¢áµèÅÐËÅÑ¡

- ¨Ø´ a,b,c,d,e,f,g,pt ãªéµèÍ¡Ñº¨Ø´à«¡àÁ¹·ì¢Í§µÑÇàÅ¢áµèÅÐµÑÇ

¡ÒÃµÑé§¤èÒÍØ³ËÀÙÁÔ¡ÒÃàµ×Í¹

1.¡´ÊÇÔµ«ì SW3 Ë¹éÒ¨Í¨Ð¢Öé¹ SET áÅéÇáÊ´§¤èÒÍØ³ËÀÙÁÔà´ÔÁ·Õè 

µÑé§àÍÒäÇé

2.¶éÒµéÍ§¡ÒÃà¾ÔèÁ¤èÒ¢Í§ÍØ³ËÀÙÁÔà´ÔÁ ãËé¡´ÊÇÔµ«ì SW1 áµè¶éÒµéÍ§ 

¡ÒÃÅ´¤èÒÍØ³ËÀÙÁÔ ãËé¡´ÊÇÔµ«ì SW2 (¶éÒ¡´ÊÇÔµ«ì SW1 ËÃ×Í SW2 ¤éÒ§ 

àÍÒäÇé µÑÇàÅ¢¨Ðà»ÅÕèÂ¹á»Å§ÍÂèÒ§ÃÇ´àÃçÇ)

3.àÁ×èÍä´é¤èÒµÑÇàÅ¢·ÕèµéÍ§¡ÒÃáÅéÇ ãËé¡´ÊÇÔµ«ì SW3 Ë¹éÒ¨Í ¨Ð¢Öé¹      

"----" à¾×èÍáÊ´§¡ÒÃÍÍ¡¨Ò¡âËÁ´ ËÅÑ§¨Ò¡¹Ñé¹Ë¹éÒ¨Í¨ÐáÊ´§ÍØ³ËÀÙÁÔ 

»Ñ¨ Ø̈ºÑ¹

 

¡ÒÃµÑé§ÃÙ»áºº¡ÒÃàµ×Í¹

- ãÊè¨ÑéÁà»ÍÃì JP3 à¾×èÍàµ×Í¹àÁ×èÍÍØ³ËÀÙÁÔµèÓ¡ÇèÒËÃ×Íà·èÒ¡Ñº¤èÒ·ÕèµÑé§äÇé

- ¶Í´¨ÑéÁà»ÍÃì JP3 à¾×èÍàµ×Í¹àÁ×èÍÍØ³ËÀÙÁÔÊÙ§¡ÇèÒËÃ×Íà·èÒ¡Ñº¤èÒ·ÕèµÑé§ 

äÇé

ËÁÒÂàËµØ:

- àÁ×èÍµéÍ§¡ÒÃäÁèãËéÁÕàÊÕÂ§àµ×Í¹ ãËé¶Í´¨ÑêÁà»ÍÃì JP2 ÍÍ¡

NO.1

DISPLAY
MXA001 3" Ultra-Bright LEDs
MXA002 5" Ultra-Bright LEDs
MXA003 7" Ultra-Bright LEDs
MXA004 9" Ultra-Bright LEDs
MXA034 3" Normal LEDs
MXA035 5" Normal LEDs
MXA036 7" Normal LEDs
MXA037 9" Normal LEDs
MXA078 10" Ultra-Bright LEDs
MXA079 10" Normal LEDs

NO.1

MXA084 DIGITAL TEMPERATURE AND ALARM -55 TO 125 oC WITH DRIVER

MXA084 à¤Ã×èÍ§ÇÑ´áÅÐàµ×Í¹ÍØ³ËÀÙÁÔ -55 ¶Ö§ 125 oC ¾ÃˆÍÁµÑÇ¢Ñº

MX084

ADAPTOR
12VDC
500mA

jump

not jump Jumper
JP2 and JP3

MX084 PRINTED CIRCUIT BOARD

JP1 : Not used.

SELECT JUMPER

JP2 : ON-OFF alarm sound.
jump = OFF not jump = ON

JP3 : Set temperature alarm sound.
jump = LOW not jump = HIGH

INSTALLATION OF THE BIG DISPLAY

WITH MX084

1-4d e f a g b c

FROM MX084

Bottom Layer of The Big Display

dt

dtcbgafed4 dtcbgafed3 dtcbgafed1

MX084

dtcbgafed2

NOTE: When connect the big display, 

user have to connect the capacitor 2200uF 16V 

to parallel at 12V point.


