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MXA102 12-VOLT 24-LED EMERGENCY LIGHT

MXA102 ä¿©Ø¡à©Ô¹ 12 âÇÅ·‹ LED 24 ´Ç§

INSTALLATION OF THE 12-VOLT 24-LED EMERGENCY LIGHT

Ç§¨Ãä¿©Ø¡à©Ô¹ªØ´¹Õé à»ç¹Ç§¨Ãä¿©Ø¡à©Ô¹·ÕèÊÒÁÒÃ¶¹Óä»ãªé§Ò¹ä´éËÅÒÂÍÂèÒ§ àªè¹ ä¿ÊèÍ§µÃ§ºÃÔàÇ³·Ò§ÍÍ¡©Ø¡à©Ô¹, ä¿ÊèÍ§·Ò§à´Ô¹ã¹ 

àÇÅÒ¡ÅÒ§¤×¹ à»ç¹µé¹ «Öè§Ç§¨Ã¨Ð·Ó§Ò¹àÍ§â´ÂÍÑµâ¹ÁÑµÔ àÁ×èÍä¿¿éÒ´ÑºáÅÐ ³ ¢³Ð¹Ñé¹à»ç¹àÇÅÒ¡ÅÒ§¤×¹ËÃ×Íà»ç¹·ÕèÁ×´ ¹Í¡¨Ò¡¹Ñé¹µÑÇÇ§¨ÃÂÑ§ 

ÁÕÇ§¨ÃªÒÃì¨áºµàµÍÃÕèã¹µÑÇ Ç§¨Ã¹ÕéÂÑ§ÊÒÁÒÃ¶¹ÓàÍÒá¼è¹â«ÅèÒÃìà«ÅÅìÁÒãªé§Ò¹ä´é àÁ×èÍÍÂÙèã¹ºÃÔàÇ³·Õèä¿ºéÒ¹à¢éÒäÁè¶Ö§ ·ÓãËéÊÐ´Ç¡ã¹¡ÒÃãªé 

§Ò¹ÁÒ¡ÂÔè§¢Öé¹

 ¤Ø³ÊÁºÑµÔ

- ãªˆ¡ÑºáºµàµÍÃÕè 12 âÇÅ·ì´Õ«Õ ¡ÃÐáÊ 7 áÍÁ»ì

- ãªé¡ÑºËÁéÍá»Å§¢¹Ò´ 15 âÇÅ·ìàÍ«Õ 1 áÍÁ»ì ËÃ×Íá¼è¹â«ÅèÒÃìà«ÅÅì ¢¹Ò´ 18 âÇÅ·ì 5-10 ÇÑµµì

- ãªéËÅÍ´ LED ÊÕ¢ÒÇ ¨Ó¹Ç¹ 24 ´Ç§

- ÁÕÊÇÔµ«ì TEST à¾×èÍ·´ÊÍº¡ÒÃ·Ó§Ò¹

- ÁÕà«ç¹à«ÍÃìµÃÇ¨¨ÑºáÊ§ àÁ×èÍä¿´Ñºã¹µÍ¹¡ÅÒ§ÇÑ¹ Ç§¨Ã¨ÐäÁè·Ó§Ò¹

- ã¹¢³Ð·ÕèÇ§¨Ãä¿©Ø¡à©Ô¹·Ó§Ò¹ä¿ã¹áºµàµÍÃÕèµèÓ¡ÇèÒ 10 âÇÅ·ì Ç§¨Ã¨ÐËÂØ´·Ó§Ò¹áÅÐµÑ´ä¿·Õè¨èÒÂãËéËÅÍ´ LED ·Ñ¹·Õ

- ÁÕÇ§¨ÃªÒÃì¨áºµàµÍÃÕèã¹µÑÇ

- ÊÒÁÒÃ¶à¾ÔèÁËÅÍ´ä¿ LED ä´é (ªØ´ MAXXTRONIC ÃËÑÊ MXA104)

- ¢¹Ò´á¼è¹Ç§¨Ã¾ÔÁ¾ì 2.30 x 4.33 ¹ÔéÇ

¨Ø´µèÍãªé§Ò¹

- VR 13.8V äÇéÊÓËÃÑº»ÃÑºáÃ§´Ñ¹·Õè¨Ø´ BAT »ÃÐÁÒ³ 13.8 âÇÅ·ì

- VR LIGHT ÁÕäÇéÊÓËÃÑº»ÃÑº¤ÇÒÁäÇ¢Í§à«ç¹à«ÍÃìµÃÇ¨¨ÑºáÊ§ à¾×èÍ¤Çº¤ØÁ¡ÒÃ·Ó§Ò¹¢Í§Ç§¨ÃãËéàËÁÒÐÊÁ¡Ñº¾×é¹·Õè

- LED POWER ãªéáÊ´§ä¿à¢éÒ

- LED CHARGER áÊ´§¡ÒÃªÒÃì¨áºµàµÍÃÕè àÁ×èÍáºµàµÍÃÕèàµçÁ ¨Ð´Ñº

- ¨Ø´ AC ãªéÊÓËÃÑºµèÍËÁéÍá»Å§¢¹Ò´ 15 âÇÅ·ìàÍ«Õ 1 áÍÁ»ì ËÃ×Íá¼è¹â«ÅèÒÃìà«ÅÅì ¢¹Ò´ 18 âÇÅ·ì 5-10 ÇÑµµì

- ¨Ø´ BAT ãªéÊÓËÃÑºµèÍáºµàµÍÃÕè¢¹Ò´ 12 âÇÅ·ì 7 áÍÁ»ì

It is a set of emergency lighting for multipurpose application - lighting for emergency exit and walkway at night etc. The circuit works 

automatically in case of blackout at night or in dark places. Its superb characteristic is that it contains a built-in battery charger. Moreover, it 

is compatible with a solar cell if power supply is out of reach.

TECHNICAL DATA

- Power supply : 12VDC. 7A. (Battery)

- Compatible with a 15VAC 1A. adapter or an 18V 5-10W solar cell.

- Equipped with built-in 24-LED white bulbs.

- Equipped with a test switch for circuit testing.

- Equipped with a light detecting sensor in case of blackout in daytime i.e. the circuit stops working.

- If the emergency light circuit works the power supply from the battery is lower than 10VDC; the circuit will stop working and immediately 

supply no power to the LED bulbs.

- Equipped with a built-in battery charger.

- Extra LED bulbs can be connected by means of MAXXTRONIC circuit (code MXA104).

- PCB dimensions : 2.30 in x 4.33 in.

CONNECTING POINTS FOR APPLICATION

- VR 13.8V is for calibrating the output voltage of the battery of about 13.8VDC.

- VR light is for calibrating the light detecting sensor in order to control the circuit performance suitably with the environ.

- LED bulb of the battery charger turns off when the battery is fully charged.

- Point AC is for connecting to 15VAC 1A. adapter or an 18V 5-10W. solar cell.

- Point BAT is for connecting to a 12VDC 7A. battery.
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