


Silent Aluflex 80 Sliding door system: 
A wealth of options for peoples who want the best

Escape the mundane and discover something special: Unusual inspirations and surprising solutions 

for your space requirements. Let us tempt you with ideas on the following pages. Let yourself be 

swept away by the creative applications for kitchen, dining rooms, bathrooms, offices and hallways. 

Make more of your rooms and furniture - with Silent Aluflex 80.

A question of individual style

Be it a living room in an old high-ceilinged city building, a cosy country home full of nooks and cranies, 

or a modern building, made to measure individual sliding doors can be installed up to height of 3 metres 

and as wide 70 cm - 150 cm . The best shape, design and materials for your situation can be decided 

by your own personal lifestyle.

The convenience that you deserve

Silent Aluflex offers unique living and oparating convenience using well-engineered hardware; Large 

sliding doors are particulary impressive because of there maximum running safety and gentle, reliable 

closing - over the course of many years.
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Please request your individual solution with the form at the end of this brochure

CUSTOMISED 
ALREADY FROM A SINGLE ITEM

Page 40

Page 42Page 43

Partitioning rooms Concealing wardrobes

Subdividing rooms, room in room Top running

Folding Door Aluflex without frame

Silent Aluflex 80 For door weights up to 80 kg

Customised products and services

A special service for you is our Topco Service – customised configuration 
of Silent Aluflex systems.

Topco allows you to conveniently order ready-configured systems. This allows you to meet the specific requirements of your customers
at all times and order as usual.
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DIVIDE LIVING SPACES
ADAPTABLE
ARCHITECTURE

Interior architecture and division of spaces can be flexible: Silent Aluflex 80 

enables the configuration of   residential areas with ease and generosity.
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Cooking  together Celebrating Retreat, meet, cook
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No matter how large the storage space, the sliding door 

system Aluflex 80 is capable of more than just covering up. 

A multitude of possible front panels make it easy to give 

sleeping rooms an individual touch and character. 

WALL-CLOSETS
FOR LARGE 
STORAGE
SPACES
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The standard solution: The Silent Aluflex 80 solution:
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Storage re-designed:

Families need a lot of space for clothes, shoes, sports equip-

ment. At the same time, everyday things need to be coordinated 

smoothly. Aluflex 80 unites both – with sliding doors that double 

as a notice board.

STORAGE SPACE 
IN HALLWAYS
TIDY SPACE DOWN 

THE ENTIRE HALLWAYS
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The standard solution: The Silent Aluflex 80 solution:
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Eat, drink, celebrate:

Spacious areas for cooking and eating are the center of modern houses. 

Kitchen shelves behind Aluflex 80 sliding doors are the elegant way of 

structuring these spaces and setting optical highlights.

ROOM DIVIDER IN 
KITCHENS
TURNING KITCHEN & DINING 
AREAS INTO 

VISUAL PLEASURE
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The standard solution: The Silent Aluflex 80 solution:
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Standard living rooms are dominated by the presence of the TV screen. 

But there are many other activities that can fill our precious free time: 

communicating with guests, enjoying music, reading or playing with the 

children. A modern living room conceals the entertainment equipment 

behind a stylish Aluflex 80 sliding door system.

LIVING ROOM WALLS
LIVING ROOMS FOR
FAMILY ACTIVITY
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The standard solution: The Silent Aluflex 80 solution:
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Silent Aluflex 80 creates separated areas that can be 

flexibly placed within the interior of rooms.The system 

divides spaces and can integrate bathrooms into existing 

areas.

INTEGRATING 
BATHROOMS
ROOM IN ROOM
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The standard solution: The Silent Aluflex 80 solution:
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One reason more to start the day with a smile: the walk-in closet

realized with Silent Aluflex 80 corner solution. Perfect comfort 

even in small spacesa dream come true with individual size and 

finish.

WALK IN CLOSETS
SPACIOUS
WARDROBES
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The standard solution: The Silent Aluflex 80 solution:
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THE FRAME COMPONENTS ARE AVAILABLE IN STANDARD FINISHES

Silver natural anodized

Silver polished anodized

Copper polished anodized

Champaigne polished anodized

Black Charcoal powder coated

FINISHES
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Glass thickness : 6 mm

Material : Float glass, Tempered, Laminated glass, Smoked glass

Paint coat

Black reflective

Frosted glass

Smoked
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Clear glass

Different glass type and finishes are availlable on request 

GLASS
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°

Quickly and easily plan, configure and order Silent Aluflex 

using the Topco configuration tool for Silent Aluflex at 

www.hafelethailand.com
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Häfele Silent Aluflex 80

• Version: Aluminum frame door for wooder or glass mirror panels

• Internal height: 500 - 3,500 mm

• Door width: 500 - 2,500 mm

• Adjustment facility: -5/+6 mm on running grar (TS 20 drive)

• Material: Running gear: Steel, Guide rollers plastic axle steel 

• Running gear: Bottom running, 1 roller plastic coated ball 

bearing, withspring and clip-in function

• Installation: Aluminium fram and guide track for screw fixing,  

running track for recess mounting or glue fixing

A  Running track

    
B  Guide track

    
D  Bottom frame profile

     

E  Top frame profile

    
F   Lateral frame profile

   

G  Bar profile

H  Clip-on profile

     

 I   Top guide

J   Centre door stopper

      

Q  End bracket

   
R  Wall mounting bracket

   
S  Bottom running gear

   
X  Track cleaning brush

   

Lateral frame profiles/handle profiles

Lateral frame profile No.10 Lateral frame profile No.10-C

Only for use in combination

with lateral frame profile No.10,

for 90° corner solutions

Lateral frame profile 20 hLateral frame profile 20

Lateral frame profile No.52 h Lateral frame profile No.52

Lateral frame profile 51
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Häfele Silent Aluflex 80

Infront (ceiling installation)

Single running Double running

(example with integrated soft and self closing 

mechanism)

Triple running

Infront (ceiling installation)

Single running Single running

with turned wall mounting bracket

Double running

(example with integrated soft and self closing 

mechanism) Gide track height 60 mm

Bottom running track glued on

Single running Dual running Triple running
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Single running Dual running

Bottom running track glued on Centre door stopper

Häfele Silent Aluflex 80

Components for partial slopes

Partial slopes

A  Running track

     

B  Guide track

     

D  Bottom frame profile

      

E  Top frame profile

     

F   Lateral frame profile

     

S  Bottom running gear

     

H  Angle piece

     

U  Guide for partial slope

     

Aluminium frame profile for sloping ceilings

Fixed element

Bottom running track glued on

Bottom running track recess mounted
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Bar Profile

Häfele Silent Aluflex 80

Fixed element

Y  Adjusting profile

     

Z  Adapter profile

    

Panal dimension with bar profiles

Follower for door

Note:

can be use for frame profile No.10 and No.50

Stopper

Note:

The track cleaning brush is clipped onto the handle profile to 
conceal the drill holes

Track cleaning brush for cleaning the running track

Clip-on profile Panel height mm

Without ((H - 58) - (10 x S)) : (S + 1)

With ((H - 60) - (10 x S)) : (S + 1)
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Note:

Compatible with the Aluflex system.
For other application options please see following Aluflex page.

Häfele Woodflex 80

• Internal height: Max. 3,000 mm

• Door width: 500–1,500 mm

• Adjustment facility: –5/+6 mm on running gear (TS 20 drive)

• Version: Plastic coated ball bearing

• Material: Running gear: Steel, guide rollers: Plastic, axle: Steel

• Running gear: Bottom running, 1 roller

• Installation: Running track for adhesive fixing

Installation

Cat. No.

For 1 door 403.50.941

Packing: 1 set
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Installation reference

The roller is inserted from below and screwed to the door leaf
through the middle hole.

Häfele Woodflex 80

With glued-on running track and
guide track 60 mm:
H = H1 – 50 mm

Door height H

With glued-on running track and
guide track 70 mm:
H = H1 – 60 mm

With groove mounted running track and
guide track 60 mm:
H = H1 – 44 mm

With groove mounted running track and
guide track 70 mm:
H = H1 – 54 mm

27



Component parts - Silent Aluflex 80

Model Description Material Finish Length m Cat. No.

Top guide roller I Steel Galvanized – 403.50.971

Bottom running gear with spring 

and clip
S Steel Galvanized – 403.50.940

Top frame profile E Aluminium Silver natural anodized 3 403.75.300

6.01 403.62.960

Champaigne polished anodized 3 403.75.301

Copper polished anodized 3 403.75.302

Silver polished anodized 3 403.75.303

Black Charcoal powder coated 3 403.75.304

6.01 403.75.305

Bar profile G Aluminium Silver natural anodized 3 403.52.930

6.01 403.52.960

Champaigne polished anodized 3 403.75.310

Copper polished anodized 3 403.75.311

Silver polished anodized 3 403.75.312

Black Charcoal powder coated 3 403.75.313

6.01 403.75.314

 Bottom frame profile D Aluminium Silver natural anodized 3 403.61.930

6.01 403.61.960

Champaigne polished anodized 3 403.75.319

Copper polished anodized 3 403.75.320

Silver polished anodized 3 403.75.321

Black Charcoal powder coated 3 403.75.322

6.01 403.75.323

Lateral frame profile No.10 F Silver natural anodized 3 403.75.328

6.01 403.75.329

Champaigne polished anodized 3 403.75.330

Copper polished anodized 3 403.75.331

Silver polished anodized 3 403.75.332

Black Charcoal powder coated 3 403.75.333

6.01 403.75.334

22

22

22

58

22

31

35 30.6
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Component parts - Silent Aluflex 80

Model Description Material Finish Length m Cat. No.

20 31
Lateral frame profile No.52 F Aluminium Silver natural anodized 3 403.75.339

6.01 403.75.340

Champaigne polished anodized 3 403.75.341

Copper polished anodized 3 403.75.342

Silver polished anodized 3 403.75.343

Black Charcoal powder coated 3 403.75.344

6.01 403.75.345

Lateral frame profile No.52h F Aluminium Silver natural anodized 3 403.75.350

6.01 403.75.351

Champaigne polished anodized 3 403.75.352

Copper polished anodized 3 403.75.353

Silver polished anodized 3 403.75.354

Black Charcoal powder coated 3 403.75.355

6.01 403.75.356

Lateral frame profile No.51 F Aluminium Silver natural anodized 3 403.75.361

6.01 403.75.362

Champaigne polished anodized 3 403.75.363

Copper polished anodized 3 403.75.364

Silver polished anodized 3 403.75.365

Black Charcoal powder coated 3 403.75.366

6.01 403.75.367

Bar profile No.51 G Aluminium Silver natural anodized 3 403.75.372

6.01 403.75.373

Champaigne polished anodized 3 403.75.374

Copper polished anodized 3 403.75.375

Silver polished anodized 3 403.75.376

Black Charcoal powder coated 3 403.75.377

6.01 403.75.378

60

5

20

31

30 30

30

30
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Component parts - Silent Aluflex 80

Model Description Material Finish Length m Cat. No.

Lateral frame profile No.20h

(Handle profile for lateral frame 
profile 20)

F Aluminium Silver natural anodized 3 403.75.383

6.01 403.75.384

Lateral frame profile No.20 F Aluminium Silver natural anodized 3 403.75.514

6.01 403.75.515

35
35

15

35 31
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Component parts - Silent Aluflex 80

Note:

Please order track and additional parts separately 

Model Description Material Finish Length m Cat. No.

Clip-on profile to stabilize and 

as clatter prevention for 

inserted glass panel (thickness 

6 mm) 

H Plastic Transparent plastic 6 403.56.960

Clip-on profile to stabilize and 

as clatter prevention for inserted 

glass panel (thickness 6 mm)

H Plastic Transparent plastic 6 403.79.960

Fixing clips for bar profile G Plastic Transparent plastic - 403.50.960

Cover plug to plug into drilled 

hole of lateral aluminium frame 

profile

O Plastic Silver coloured - 403.50.978

Black coloured 403.50.976

White coloured 403.50.977

Screw 4.5 x 50 mm - Steel Galvanized - 017.31.988

Track cleaning brush set (2 

pirce) for cleaning the running 

track with Häfele logo

X Aluminium Silver coloured - 403.55.988

Track cleaning brush set (2 

pirce) for cleaning the running 

track without Häfele logo

X Aluminium Silver coloured - 403.55.997

Lateral frame profile 10-c* with 

magnet for 45 degree conner 

connection 

Long delivery time

F Aluminium Silver natural anodized 5.25 403.82.915
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Running tracks - Silent Aluflex / woodflex 80

Model Description Material Finish Length m Cat. No.

Single top guide track B Aluminium Silver natural anodized 3 403.36.903

6.05 403.36.906

Double top guide track B Aluminium Silver natural anodized 3 403.75.385

6.01 403.36.916

Champaigne polished anodized 3 403.75.386

Copper polished anodized 3 403.75.387

Silver polished anodized 3 403.75.388

Black Charcoal powder coated 3 403.75.389

6.01 403.75.390

Triple top guide track B Aluminium Silver natural anodized 3 403.71.930

6 403.71.960

Single bottom running track A Aluminium Silver natural anodized 3 403.36.933

6.05 403.36.936

Double bottom running track A Aluminium Silver natural anodized 3 403.36.943

6.01 403.36.946

Champaigne polished anodized 3 403.36.395

Copper polished anodized 3 403.36.396

Silver polished anodized 3 403.36.397

Black Charcoal powder coated 3 403.36.398

6.01 403.36.399

Triple bottom running track A Aluminium Silver natural anodized 3 403.66.930

6.05 403.66.960

Single bottom running track A Aluminium Silver natural anodized 3 403.77.930

6.01 403.77.960

60
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Running tracks - Silent Aluflex / woodflex 80

Model Description Material Finish Length m Cat. No.

Double bottom running track A Aluminium Silver natural anodized 3 403.75.404

6.01 403.78.960

Champaigne polished anodized 3 403.75.405

Copper polished anodized 3 403.75.406

Silver polished anodized 3 403.75.407

Black Charcoal powder coated 3 403.75.408

6.01 403.75.409

Connecting pin set (2 pieces) 

for joining running or guide 

tracks

P Steel Bright - 403.50.965

Wall connection profile - Aluminium Silver natural anodized 3 403.75.414

6.01 403.75.415

Champaigne polished anodized 3 403.75.416

Copper polished anodized 3 403.75.417

Silver polished anodized 3 403.75.418

Black Charcoal powder coated 3 403.75.419

6.01 403.75.420

Cover for wall connection 

profile

- Aluminium Silver natural anodized 3 403.75.425

6.01 403.75.426

Champaigne polished anodized 3 403.75.427

Copper polished anodized 3 403.75.428

Silver polished anodized 3 403.75.429

Black Charcoal powder coated 3 403.75.430

6.01 403.75.431

22

80

20

10
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Running tracks - Silent Aluflex / woodflex 80

Model Description Material Finish Length m Cat. No.

Adapter profile Z* for fixed 

element

Required size = door width -70 

mm

*adapter profile Z and Y must be 

used together

Z Aluminium Silver natural anodized 3 403.75.436

6.01 403.75.437

Champaigne polished anodized 3 403.75.438

Copper polished anodized 3 403.75.439

Silver polished anodized 3 403.75.440

Black Charcoal powder coated 3 403.75.441

6.01 403.75.442

Adapter profile Y* for fixed 

element

Required size = door width -70 

mm

*adapter profile Z and Y must be 

used together

Y Aluminium Silver natural anodized 3 403.75.447

6.01 403.75.448

Champaigne polished anodized 3 403.75.449

Copper polished anodized 3 403.75.450

Silver polished anodized 3 403.75.451

Black Charcoal powder coated 3 403.75.452

6.01 403.75.453

End bracket for single guide 

track, hight 60 mm to cover 

sides of single guide track with 

Vorfront design, screw fixing

Q Steel Powder coated white aluminium 

RAL 9006

- 403.55.993

Mounting bracket R Steel Powder coated white aluminium 

RAL 9006

- 403.55.980

Cover cap for single running 

track

- Stainless 

steel

Brushed - 403.55.060

Z

Y
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Parts for partially sloped door - Silent Aluflex 80

Model Description Material Finish Length m Cat. No.

Angle piece,

for connecting the lateral frame

profiles with sloping ceilings

H Plastic White - 403.50.973

Guide,

for partial slope

U Steel / 

Plastic

- - 403.50.975

Accessories for Silent Aluflex / woodflex 80

Model Description Material Finish Length m Cat. No.

Centre door stopper to screw 
into top guide track

J Plastic Grey - 403.50.945

Brush seal to protect inside of 

wardrobe from dust, 

self-adhesive on one side, to 

stick onto lateral aluminium 

frame profile

- Artificial hair Grey 200 403.54.510

Artificial hair Grey 20 403.54.520

Soft closing mechanism, for 

door weight up to 15 kg

- Plastic Black / grey - 403.50.988

Soft closing mechanism, for 

door weight up to 40 kg

- Plastic Black / grey - 403.50.999

Soft closing mechanism, for 

door weight up to 80 kg

- Plastic Black / grey - 403.50.989

Door stopper, for door leaves 

without soft and self closing 

mechanism, for guide tracks, 

height 60 mm

- Steel Galvanized - 403.55.950
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Accessories for Silent Aluflex / woodflex 80

Model Description Material Finish Length m Cat. No.

Follower set (2 pieces) for door,

including fixing screws,

suitable for lateral frame profile 

No.10, 50, 51, 52

- Aluminium Silver natural anodized - 403.50.966

Black anodized - 403.50.967

White powder coated - 403.50.968

Centre door stopper, for glue 

fixing into bottom running track 

on site, also suitable for door 

leaves with complete slopes

- Plastic Transparent - 403.50.992

Dialock Locking system EFL 3 - Silent Aluflex/Woodflex 80

Complete set Version Finish Cat.No.

1 Leaf sliding door with 1 lock A Silver anodized 403.50.910

1 Leaf sliding door with 2 locks B Silver anodized 403.50.911

• Area of application: For 1 and 2 leaf sliding doors Infront

• For door weight up to 80 kg

• Suitable for: Silent Aluflex/Woodflex 80

• Height adjustment: -5/+10 mm with screw driver

Recommendation: H1 = 300 mm

1 lock at a point

Door height < 2,000 mm

Recommendation: H1, H2 = 300 mm

2 lock at a point

Door height > 2,000 mm
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Accessories for Silent Aluflex / woodflex 80

Note:

The cylinder extends by 12 mm in open position

H1 = 978 mm with glued-on bottom track
H1 = 971 mm with recessed bottom track
1 locking point

Lock on wall connection profile Lock on rear door

Note:

Other heights (H1) available on request.

C  Wall connection profile

      

H  Clip-on profile

      

K  Lock

      

P  Striking plate

      

W  Glass, acrylic or wood

      

• Area of application: For 1-leaf and multiple-leaf systems,

• Suitable for: Combination with Aluflex system

• Adjustment facility: ±4 mm on running gear using screw

Installation

Manual lock for Aluflex 80 Finish Cat.No.

Manual lock for Aluflex 80, locking action in rear door, frame profile No.10, keyed to differ or keyed alike 

(optional), lock for door on left or right hand side (optional).

Matt nickel plated 403.89.210

Manual lock for Aluflex 80, locking action in rear door, frame profile No.50, keyed to differ or keyed alike 

(optional), lock for door on left or right hand side (optional).

Matt nickel plated 403.89.211

Manual lock for Aluflex 80, locking action in striking plate (prepared for installation on wall connection 

profile), frame profile No.10 and No.50, keyed to differ or keyed alike (optional), lock for door on left or 

right hand side (optional).

Matt nickel plated 403.89.212
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Door handles for Häfele Slient Aluflex 80

For frame profile No.50

• Material: Aluminium

Note:

Please order M4 threaded screws separately.
(M4 x 40 for one-sided installation, M4 x 50 for two-sided installation)

Model Finish Cat.No.

One-sided 
installation,
without mounting 
material

Silver anodized 115.66.608

Stainless steel coloured 115.66.008

Powder coated, black matt RAL 9004 115.66.308

Powder coated, white matt RAL 9016 115.66.708

Installation in pairs,
with mounting
material

Silver anodized 115.66.618

Stainless steel coloured 115.66.018

Powder coated, black matt RAL 9004 115.66.318

Powder coated, white matt RAL 9016 115.66.718
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Door handles for Häfele Slient Aluflex 80

For frame profile No.50

Note:

Please order M4 threaded screws separately.
(M4 x 40 for one-sided installation, M4 x 50 for two-sided installation)

• Material: Aluminium

Model Finish Cat.No.

One-sided 
installation,
without mounting 
material

Silver anodized 109.32.909

Stainless steel coloured 109.32.009

Powder coated, black matt RAL 9004 109.32.309

Powder coated, white matt RAL 9016 109.32.709

Installation in pairs,
with mounting
material

Silver anodized 109.32.919

Stainless steel coloured 109.32.019

Powder coated, black matt RAL 9004 109.32.319

Powder coated, white matt RAL 9016 109.32.719
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Silent Aluflex 80, top running

Note:

Dimensions depend on soft and self closing mechanism version

Note:

Wooden and glass panels possible.
PETG and acrylic glass panels cannot be used due to the torsional
stiffness of the material.

• Door height: Max. 2,500 mm

• Door width: 500 – 1,200 mm

• Adjustment facility: ±3 mm on running gear

• Material: Running gear: Steel,                                                    

guide rollers: Plastic, axle: Steel

• Running gear: Top running

• Installation: Suspension with flange clip (without tools)

• Version: Profile design No.10, 52, 52h, 51, 20, 20h                                 

wooden and glass panels possible

Section trolley hanger and floor guide

Door leaf, top running with trolley hanger, soft and self closing
mechanism on one side, stopper at top and floor guide at bottom

Door leaf as fixed element with stopper, fixing at top and bottom

Due to the floor guide, the door can only be moved max. by its 
width, please take into consideration.

Floor guide or floor mount, for screw 
fixing to floor
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Ceiling installation Wall mounting

Floor guide (door leaf) and floor mount (fixed element)

Panel dimensions without or with decorative bar profiles

Panel dimensions with bar profiles

Clip-on profile Panel height mm

Without ((H - 40) - (10 x S)) : (S + 1)

With ((H - 42) - (10 x S)) : (S + 1)

Lateral frame profile Panel height mm Panel width mm

Without clip-on profile

Profile No.10, 52, 52h, 51, 20, 20h  H - 40 B - 46 

With clip-on profile (6 and 8 mm)

Profile No.10, 52, 52h, 51, 20, 20h  H - 42 B - 48  
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Silent Aluflex 80, without frame

• Door height: Max. 2,500 mm

• Door width: 500–1,500 mm

• Adjustment facility: –5/+6 mm on running gear (TS 20 drive)

• Material: Running gear: Steel,guide rollers: Plastic, axle: Steel

• Running gear: Bottom running, 1 roller, ball bearing

• Installation: Guide track for screw fixing, running track for recess 

mounting or glue fixing

Ceiling installation Wall mounting

Door cladding on both sides,
bottom running track recessed

Door cladding on both sides,
bottom running track glued on

Door cladding on one side,
bottom running track glued on

Handle aperture in glass, grip recess depth 12 mm,
with cover panel in grip recess (same appearance than cladding)

Note:

> Other handle heights are available on request
> Delivery with installation

Handle aperture
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Head board

Fascia

Offset

Track

Offset hinge

handle set

Intermediate hanger 
& guide set

Polypropylene channel

• Standard flush bolt

Example overview for 3 + 2 system

• Door height: max 2,500mm

• Door width: max 600mm

• Adjustment facility: +/-3mm on running gear

• Material: Running gear stainless steel precision ball bearing,  

nylon rollers; Hinges stainless steel sus304; Pivot, hanger bodies 

and bottom guides  stainless steel sus316; 

• Installation: Top running; concealed top track; bottom guide track 

embedded in floor

• Version: Profile design No.50, wood and glass panels possible

Silent Aluflex 90, folding
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FORMAT: AL09(Rev.01)
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 Quotation Request Aluflex / Alusion [ใบขอเสนอราคางาน Aluflex / Alusion]

8 mm.

8 mm.

8 mm.

ไม�มีเฟรม
*

* (Long delivery time)

*

(ใช�ระยะเวลาในการจัดส�งนาน)
* (Long delivery time)

(ใช�ระยะเวลาในการจัดส�งนาน)
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Imprint

This brochure is only intended for use by the recipient.

It remains in all respects the property of Häfele.

Reproductions of this catalogue in whole or in part, the copying or imitation of any

illustrations and the imitation of the layout are strictly prohibited.

The technical descriptions and dimensions in this catalogue, also those with 

the photographs and drawings, are not binding. We reserve the right 

to make design improvements. All dimensions in mm, 

unless stated otherwise.

We bear no liability for any misprints or other errors that might occur 

in the production of the catalogue.

All deliveries are made pursuant to Häfele’s sales conditions.

May 2018

© Copyright by Häfele (Thailand) Limited

All rights reserved

Printed in Thailand
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